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Diesel Transfer

Boggie Lubrication

Machine type Bi-Mode Train

Production 
start

2010

Pompe Pollard 
type

UAF200

Fluid Diesel

Flow (maxi) 2x2 Liters/min

Pressure (maxi) 1.2 bars

Machine type
Diesel 
Locomotive

Production 
start

2008

Pompe Pollard 
type

MP02P

Fluid Diesel

Flow (maxi) 4 Liters/min

Pressure (maxi) 2 bars

Machine type Bi-Mode Train

Production 
start

2005

Pompe Pollard 
type

UAF500

Fluid Diesel

Flow (maxi) 4 Liters/min

Pressure (maxi) 1.5 bars

Machine type Bi-Mode Train

Production 
start

2016

Pompe Pollard 
type

UAF0001

Fluid Diesel

Flow (maxi) 2x2 Liters/min

Pressure (maxi) 1.2 bars

Machine type
Diesel Railcar 
Mover

Production 
start

1977 (rebuilt 
1997)

Pompe Pollard 
type

MP01P 24CC

Fluid Diesel

Flow (maxi) 3.5 Liters/min

Pressure (maxi) 1.5 bars

Machine type
Electrical 
Locomotive

Production start 1970

Pompe Pollard 
type

PR20 / PR25

Fluid Lubrication oil

Flow (maxi) 20 Liters/min

Pressure (maxi) 10 bars



The positive displacement
Since 1946

Our job is to design and manufacture pumps. 

Decades of experience and a state-of-the-art technologies 
factory enable us to provide optimal solutions in the 
lubrication and fluid transfer for railway applications.

Pollard Pumps
Sales Department

189, Avenue de Copenhague  
Parc d’Activités de Signes  
83870 Signes  
FRANCE 
 
T +33 (0)4 94 10 19 90  
F +33 (0)4 94 10 19 99  
contact@pompes-pollard.com

www.pompes-pollard.com
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